


The flexible packaging paper
for sustainable straw solutions by B&B

NiklaStraw is biodegradable, compostable paper, 
specially designed for paper straw production.

NiklaStraw helps to reduce environmental contamination, 
good alternative for one-way plastic products.

Smooth white colour, excellent lip comfort,  
low fizzing effect and very high paper strength.

NiklaStraw will convince you with highest quality.
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Paper straw performance test -  
Brigl & Bergmeister internal standard

5. Test evaluation parameters:
Liquid absorption ISO ref:

Fizz test Visual

Delamination Visual

Decompostation Visual

Stiring test Visual

Colour bleeding Visual

Sucking test (vacuum) Experimental

Changed taste/ odour Experimental

Probe length: 60 mm

Probe length: 60 mm

Probe length: 60 mm

Probe length: 60 mm

Probe length: 120 mm

Probe length: 60 mm

Probe length: 120 mm

Probe length: 60 mm

1. Paper straw type/size
6 mm

8 mm

10 mm

12 mm

140 mm

200 mm

230 mm

240 mm

White kraft

Brown kraft

White WS

Other

Bended

Straight

Unprinted

Printed

4. Submerging Parameters
TIME (MIN)

STRAW 30

STRAW 60

STRAW 90

STRAW 120

PROBE

120 mm total length

60 mm submerged length

Vertical clipped position

24h conditioned in lab

TEMPERATURE

T1: 23 °C

T2: 5 °C

T3: 40 °C (water only)

Lab humidity: 45%

2. Physical Parameters before liquid contact:
Bending test ISO ref:

Stiffness test ISO ref:

Compression test ISO ref:

Hard lid punch test Experimental

Lip comfort Experimental

Surface smoothness Experimental

Probe length: 60 mm

Probe length: 60 mm

Probe length: 60 mm

Probe length: 120 mm

3. Liquid contact definition
Water

Mineral / still

Juice

Tomato 100%

Milk

FAT 3,5% / NP

Carbonated

Coca Cola (reg)

Alcoholic

Bacardi Bianco (38°)
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